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THE EXISTING IBKW GASOLINE OPERATED, STANDBY GENERATOR AND CONCRETE

PAD LOO&TEDIN TH GENERATOR ROOM SHALL BE REMOVED WITH CONNECiNG

CONDU]TSo THE AREA. OF THE REMOVED CONCRETE PAD SHALL BE PATCHED TO

MATCH THE EXISTING" UFAc.

ALL THE EXISTING UNUSED CONDUCTORS IN THE WIRE TRAYS LOCATED INTHE
GENERATOR ROOM, BLDG, ZOo SHALL BEREMOVED, THE :EXSZZNG UNUSED

CbNDUITS SHALL BE REMOVED OR STUBBED UP AND CAPPED
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THE EXISTING EMERGENCY LIGHT!NGPANELBOARD SHALL .E. REMOVED AND

REPLACED WI.TH AN 8POLE.LOAD CE.NTER USE THE EXiSTiNG CONDUOTORS

ND CONDUITS, AND RECONNECT THE EX-iSING CIRCUITS .TO. THENEW GIRCUiT

BREAKERS: THE CRCUT NUMBER AND LIGHT LOCATIONS WILL, BE T.PED ON A

CARD AND POSTED-IN THE INSIDE OF LOAD CENTER COVER,




