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KA  NAK CHEMICAL CORPORATION
.r, 88-o3oo

CERTIFICATE OF CO,PLIANCE

Date: NOV. 18, 1983

For: Trader Construction Co. Public Works BuildingP.O. Drawer 1578 MCB Camp LejuneNew Bern, N.C. 28560 # N62470-81-C-1766
Attn: Jack Leavel

Proiect:

Materials:
This is to certify that Karnak #108 Asphalt Primer
complies with ASTM D-4173

"It is hereby certified that the (equipment)
(material) shown and marked in this submit-
tal is that proposed to be incorporated into
Con*rac; Num!er N2470:_/=_-_1___$__, is in
cornHiaco wi’,h the Contract drawings and
s,ec;f;c,’h"m, cq .e i’s/alled iq *he albcat-
ed s’,ces, and ;s submitted Government
approval.

Certified by ’-
JM:sm
cc: Dixie Forming

BO-R-O.t:K, vIRGINIA 23511;’

APP.OV OF A U, D;-ES NOT CLU-APp_R’OVL OF ANY DEifiA;d E’],; THE CoN-J
CALLS ATIE’[iO;,4 TO A;’D ’UP;;;:;1iON ’T..;E ’"" ’’FOR R,R,OVIDIItG PROPE? ;;’CA

:E,UIED. ’ ’,

hereby certlty this to be e true and accurate statement.





(material) show and marked in his submit-
tal is that propc,sd {o be incor-ora’ed

ed ,:*2s, ss submitted Government DIXIE FORMING-&
approval.

Certified by

,.

No. 108 ASPHALT PRIMER

RALEIGH, N. C.
PHONE: 91,, 832-052
800-662-7!47 N, C. V/ATS

800"334-7710 VA. & S. C. WATS

GENERAL PURPOSE, PENETRATION ASPHALT PRIMER USED FOR THE PREPARATION OF
ALL TYPES OF SURFACES PREVIOUS TO THE APPLICATION OF HOT OR COLD ASPHALT

COATINGS BRUSH OR SPRAY APPLICATION
Complies with: Federal Specification SS.A.701 and A.S.T.M. Specification 41-73.

DESCRIPTION:
#108 Asphalt Primer is a thin preparation of a highly ductile, soft asphalt in a selected hydro-
carbon solvent. It is especially designed for use as a general utility prime coat for concrete,
gypsum, masonry, brick and metal surfaces, over which waterproofing, damproofing, roof
coatings and other asphalt products are to be applied. This thin solution readily penetrates
the pores and seals dusty masonry surfaces to provide a firm Iase for such coatings. It is
specified as a primer coat previous to the application of the membrane system of waterproof-
ing on all concrete structures. It is also very efficiently used as a felt saturant on old dried out
built-up roofs where extreme penetration is required to re-vitalize the base surfaces before
the application of roof coatings.

APPLICATION:
All surfaces to be primed with Karnak #108 Asphalt Primer must be dry and free from oil,
grease, dust, dirt and any other foreign matter.

COVERAGE:
Karnak #108 Asphalt Primer is easily applied by brush or spray equipment at the rate of 1 to
11/= gallons per 100 sq. ft. depending entirely upon the porosity and type of surface being
primed. Masonry and dried out built-up roof structures should be liberally applied to obtain
the most penetration so than effective bond can be made for the covering material.

CAUTION:
Karnak Asphalt Primer is Inflammable. Do not use near open flame and provide adequate ven-
tilation for the protection of the applicators from solvent fumes. The steel containers should
be covered when not in use. Spray equipment, brushes and other tools may be cleaned and
the dried asphaltic primer removed by the use of mineral spirits.

PACKAGING:
Available in 55-gallon drums and 5-gallon pails.

Karnak Chemical Corp. Karnak Chemical Corp. of Illinois
212--267-6226 201--8-300 312--7..7778
330CENTRALAVENUE, CLAItK, NJ. 250 E. 17th ST., CHICAGOHEIGHTS, ILL. 60411

Outside of N.Y./NJ./Clflco Call Toll Free: 10--$26-4236
The above uggested recommendations for use ofKarnak product are predicated on test believed to be reliable.
However, since such application and use is beyond our control, we do not guarantee the results to be obtained.




