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STATE OF TENNESSEE
HAMILTON COUNTY

"it is hereby certified
(materia shown a,,’,d mar:-d

t; is Iht r:/.’,o.q (l’o
OOr e’’ (’ ’;"

UNITED STATES OF AC,. ,.,,, ,’.-.:. c;-- :,

CO3..,[:.

approvsl. .........---,, ..........
"

Date

BE IT KNOWN, That on the day hereof, before me, the un-

dersigned, a Notary Public in and for said county, personly appeared
Robert L. Rhodes, Manager of Engineering, MUELLER CO.,

Chattanooga, Tennessee

Who being duly sworn, according to law, did depose and say, that
the following MUELLER CO. products sold to Davis Meter &
Supply, Raleigh, North Carolina and furnished to Humphery
Heating and Roofing, Jacksonville, North Carolina for the
Public Works Boulevard, Camp Lajeune, North Carolina job
conform to specifications as noted:

GATE VALVES

060A205220LN
020A238008LH

Underwriters’ Laboratories 262

Federal WW-V-58b, Type II, Class 1
except "O" ring stem seal.

INDICATOR POST

A20808 Underwriters’ Laboratories 789 "

Robert L. Rhodes
Manager of Engineering

Form 8130

.Ii’/:,cribed before me this

,,, ’ -.,.,., .

" i. I0, 1984





disc equ:tlly and at. four separ:tte eoqtaet
pollers near he outer edga of eteb disc,
elimi.aling deflection of tbe disc caused
by seating pressure applied near the
center of the disc. The disc meebmism
is collapsed during vertical movement,
elimi.ating abrasive action betwee, the
disc rings and the seat. rings.
With lm.dwhecl and co.vcntiaal

packiag.

Gate Valves !

2 to ,2-Inch:[;. n::kin. Pressure
400 PSI. Test Pressure Suitable forOreeagin inse’tto Cover;ment

1 to 4e-lnh: SO PSI. Work.B P...*ure 4 tO 14 incprovl300 PSI. Test Pressure
Readdy mdlcbtes from either sde whether the

lem al,)rcated rom solid I)rm,ze rod undergrouneeetiitWfor ize 2 through 16 inches. ize shut, and these woros appear unoer glaSS pro-
h,rK,’r hap 16 inches have ea’. tem. tected openg near the top of the post and are/LValve 3-inch and stroller bays plainly visiba
hrone dic with two-piece bronze wedK- Equipped with a special lock wrench lee preven-izzg mccta.ism. Valves 4-inch and larger
h:=va Muellcr fo.rpoint cont:tct wedgi.g ring indiscriminate operating ol valve and

mecluufism. Seat force is applied to cch operation of valve when necessary; this wrench is
made to fit over the operating nut and also over a

Size Face
1.. Eh 1..
11 ,15
16

Face Face
to to

Size I"=ce Size Fzz
I.. Each h,. I.. Each In.
2 7 S 10

3 8 8 11
3% 1/2 lo

4 9

Indicator

can
be bolted. Arr to be used with
post indicator Iler.
The bronze st special analysis is non-rising and is fitted
at the top with a two inch square operating nut.
Steel bolts and nuts, heavily plated, for tightening stuffing
box. Both bonnet and stuffing box bronze bushed.
Available in 4, 6, 8, 10, 12 and 14 inch sizes with any standard
type of connection to pipe. Hub end (Bell end) is furnished as
standard.
Nlfl_.,.3079-.6tas flanged ends and No. A-2072-20 has
mechanical joint ends.

InlolmaUon and Pdcas Available Upon Request

staple on side o! post and can be locked on; it is
also used to operate the indicator post in opening
or closing the valve.
Made in different sizes to accommodate different
depths of trench and sizes of valves. Built for any
depth of bury in 6-inch variations from to
feet.
For buries greater than 4 ft., use of a No.
A.20800 adjustable type post recommended.

l When ordering indicator posts, specify:
Size of valve with which each post is to be used;
Depth of ditch (trench) in which valve to be plac-
ed:
Direction of turning valve to open, usually left
(counter-clockwise). Where prewous valves open
right, new indicator post valves should open in
similar direction,

Size and shape of operating nut (usually) lY.-inch
square, but can be supplied any size or shape.
Information and Prices Available Upon Request

Mueller
3-Piece Adjustable Indicator Posts

Listed by Undenvdtm’ Labuatoies
Approved by Associated Factoq Mutual

Simple, strong design; adapted for use with
Mueller Underwriter approved gate valve from 4
to 14-inch size. Indicates plainly from two sides
whether control underground valve is open or
shut. Used where valves are set considerably

? below surface; equipped with two set-screws, which fit into corresponding depressions cast in
lower barrel. By loosening set-screws and sliding
lower barrel upward or downward within center
barrel, adjustment permits indicator post to be

j
placed proper distance above ground.
Equipped with an operating wrench locked in
position when not in use by inserting a padlock
through staple, forming a part of upper barrel.
Top end wrench protects operating nut from
change of position.
Extension section available for use where in-

dicator post of insufficient length ordered.
Target frame is equipped with an adjustable
feature enabling sign plates Shut and Open to be
placed at any of several positions to insure they
will clearly show the full-open or full-shut position
of the valve. Adjustment by means of slotted
holes and bronze screws.
Drilled and tapped oil hole in operating nut.
Socket at base attached to stem by heavy brass
pins.
Specify Size of valve; depth of ditch, direction
turning valve to open, usually left
(counterclockwise); size ahd shape of operating

nut (usually 11/4-in. sq.). If wall type, specify thickness of wall,
distance from inside of wall to center of valve outlet; length of
barrel; if with handwheel or not.
No. A-20800, 3-Piece Adjustable; No. A-20810, Wall type; No.
A-20815, Extension Section. For any depth of bury.

.-2...._ U,_-. :-,::
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