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Hadnot Point Water S

Well Number

601
602
608

rstem

Year Constructed

Hadnot Point and Tarawa Terrace
Water System Wells

(Closed in date 1984 and early 1985)

1941
1941
1941

Date Closed

12/6/1984
11/30/1984
12/6/1984

Primary
Contaminant

TCE
TCE
TCE

Contaminate
Level/PPB
(at well)

207
1600
110

Comments

Records indicate

634
637
651
652
653

1960
1970
1972
1972

12/14/1984
12/10/1984
2/8/1985
2/8/1985

Methylene Chloride
Methylene Chloride

TCE
TCE

130
275

18,900
9

1978 2/8/1985 TCE 5.5
Later returned to

Tarawa Terrace Water System

2/8/1985 PCE 132
1580

Notes
Well Number 603 Initially sampled TCE at 4.6 ppb. Follow-on sampling indicated non-detects for VOC’s
Well Number 660 Replacement well for 601. Constructed in 1984. Sampling indicated TCE at 2.6ppb. Well never put in service





Constructed Date Closed

1941 12/6/1984

1941 11/30/1984
1941 12/6/1984
1960 12/14/1984
1970 12/10/1984
1972 2/8/1985

1972 2/8/1985

1978 2/8/1985

tem

1984 2/8/1985
1952 2/8/1985

Hadnot Point and Tarawa Terrace
Water System Wells

(Closed in date 1984 and early 1985)

Primary
Contaminant

Contaminate
Level/PPB

(at well)

Meth/lene Chloride

Meth/lene Chloride
TCE

Comments

TCE 207 Records indicate well 601 "caved" in 1980 and was not used between 1980-1985.
TCE 1600
TCE 110

130
275

18,900
9TCE

TCE 5.5
Later returned to service after non-detect sampling

PCE 132
PCE 1580

ampled TCE at 4.6 ppb. Follow-on sampling indicated non-detects for VOC’s
nent well for 601. Constructed in 1984. Sampling indicated TCE at 2.6ppb. Well never put in service




