
Attachment J.1 – Price Guide 

Notes for completing Price Guide 

Column definitions 
DP –daypart. Please use: 

B-breakfast 
L-lunch 
A-all 

Service Point 
AC – action station/display cooking 
CB-Cold beverage station 
I- impulse items various places, prepackaged snacks/granola bars/hand fruit 
GG – grab and go cooler – prepackaged beverages/salads/sandwiches/snacks/fruit cup, etc. 
GR-Grill 
HB-hot Beverage station  
HF-hot food-staff served 
HFS – hot food self service 
SA - sandwich station 
SB -salad bar-self serve 
SP-Soup station 
SS-salad station - served 
W-Wrap Station 

Please feel free to add additional locations based on your proposal 



Attachment J.1 – Price Guide  
FOOD SERVICE PRICE AND PORTION GUIDE  

Service 
Point 

Day 
Part Product Primary Manufacturers Specifications/ 

Ingredients 
Portion 

Size Price Longworth Cannon Creamery LW C-Store Rayburn Rayburn Deli Ford Ford Carryout Capitol Market Comments 

GR L EXAMPLE:  Hamburger, basic Armour 
Wonder Bread 

80/20 Ground Beef 
Hamburger roll 
4x4 tomato 
Leaf lettuce 

4 oz 
4" 
2 sl 
A/N 

1.25 x x x x x 

GR L  Cheeseburger, premium Armor 
French Bakery 

 80/20 Angus 
Ciabatta Roll 
4x4 tomato 
Leaf lettuce 
Pickle Spear –half sour 

5 oz 
4” 
2 sl 
A/N 
1-300ct 

 2.75 

I A Chips Lays Doritos 2 oz .90 

Company Name 



Attachment J.1 – Price Guide  
MEMBERS DINING ROOM PRICE AND PORTION GUIDE   
 
 
Day 
Part Product Primary Manufacturers Specifications/ 

Ingredients 
Portion 
Size 

MDR 
Price Comments 

L 

Club Sandwich Boar’s Head 
Wonder Bread 
Hillcrest 
 
 

Turkey – 3 piece 
3 slice 
Bacon 16-20ct 
4x4 tomato 
Leaf lettuce 

4 oz 
4" 
2 sl 
2 sl 
A/N 

9.75  

B 

Veggie Omelet  
 
Wonder Bread 

Eggs-med 
Veggies-asstd 
Toast 
Home fries 

3 ea 
3 0z 
2 sl 
4 oz 

6.50  

       
           
           
           
           
           
           
           
           
           
           
           
           
           
           
           

 
 
  

Company Name  



Attachment J.1 – Price Guide  
VENDING PRICE AND PORTION GUIDE  

Product Manufacturers Specifications Portion 
Size 

Vending 
Price Comments 

Beverage -Can Pepsi/Coke Soda- carbonated 12 oz 1.25 
Bottle-beverage Honest Tea Hot brew tea 16.9 1.75 

Company Name 



Attachment J.1 – Price Guide  
CATERING PRICE AND PORTION GUIDE  
(all prices are per person) 

Day 
Part Menu Item Primary Manufacturer 

Specification 
Specifications/ 
Ingredients 

Portion 
Size 

MDR 
Price Comments 

B Continental Breakfast Maxwell House 

Coffee 
Tea 
Decaf 
Pastry or bagel 

8 oz 
11/4 ea 3.75 Cart service 

Staff service $25/hour addtional 

L Beef Burgundy-plated French Bakery 
Armor – top round – choice 

Roll/butter 
Tossed salad 
Beef Burgundy 
Noodles 
Cake or pie 
Hot beverage 

1.5 

4 oz 
8 0z 

Simple tossed salad 

Includes service staff - 1 per 25 guests 

Company Name 



Attachment J.1 – Price Guide  
EVENT AND AUDIO VISUAL PRICE GUIDE  

Item # Equipment Daily Rental Charge Comments 

1. 
2. 
3. Wired microphone – House owned
4. Wireless microphone – House owned
5. 6 channel mixer
6. 10 channel mixer
7. 10” powered speaker
8. 12” powered speaker
9. 42” LCD TV
10. 60” LCD TV
11. Standard wooden podium – House owned
12. Premium wooden podium
13. House Seal on podium – House owned
14. Plexiglas lectern
15. Laptop

16. Easels
17. Easel with pad
18. Pointer–wooden
19. Pointer-laser
20. Stanchions – House owned per  section 
21. Pipe/drape – House owned per  section 
22. Tables – 18”x6’ and 30”x6’– House owned 18”x6’ 
23. Linen –reception table/banquet table Standard colors 
24. Linen –to cover 18”x6’ and 30”x6’ Premium colors 

25. Labor $ per hour 

26. Group B Catering Rooms  - usage/set-up fee fee per event 
27. Group C Catering Rooms – usage/set up fee fee per event 

Other 

  

 

Company Name 
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	J.8 House Furnished Audio Visual Equipment.pdf
	1.1 SYSTEM(S) DESCRIPTION AND REQUIREMENTS
	A. The following is a basic system(s) description
	B. The banquet area is a 3-way divisible room. Each division will be used as a standalone unit or combined with one or both of the other rooms. The room configuration will be monitored and adjusted via the control system inherent to the rooms. The AV ...
	C. The transport protocol for the audio system communications will be digital Cobranet. The analog signals will be converted to digital as they enter the system and will remain digital all the way to the speaker amplifiers. The audio digital signal pr...
	D. At the center of the video system a digital video matrix switcher will provide maximum flexibility allowing any video input to go to any or all of the video displays. Each room division will have at least two input locations (wall and floor box pla...
	E. The control system will be user friendly. It will control the room division layouts, room lighting, equipment power, source selection, volume control, etc. The control processor will interface with the audio DSP, video matrix and Lutron lighting pr...
	F. Due the complexity and custom protocols of the audio DSP and control programming the AV Contractor will not be allowed to do “in-house” programming.  The Contractor shall contract the manufactures for project specific programming quotes.

	PART 2 -  PRODUCTS
	2.1 AUDIO
	A. Digital Signal Processing Unit [DSP-X]:
	1. (8-CAI-X) Hardware (Audio DSP): Peavey NION n6 (Qty. 2).
	2. (8-CAI-X)Nion Input: 8 Channel Peavey Electronics CAB 8I (Qty. 6)
	3. (16-CAI-X)Nion Input: 16 Channel Peavey Electronics CAB 16I (Qty. 1)
	4. (16-CAO-X)Nion Output: 16 Channel Peavey Electronics CAB 16O (Qty. 1)

	B. Kiosk PC [KIOSK-PC-1]:
	1. Provide desktop computer meeting the following minimum configuration specifications: Small form factor with on-board NIC, 1GB DDR, CDROM, with Windows 7 Professional 32 bit. Computer shall have Peavey nWare 1.6.6a/1.6.6a Kiosk and Shure Wireless Wo...
	2. PowerEdge R210II Rack Server(Will need to provide a separate copy of Windows 7 32 bit) with Middle Atlantic RM-KB-LCD17 drawer (Qty. 1)
	3. Provide with all cables and connectors necessary for interface.

	C. Four-Channel Power Amplifier [AMP-X]: Provide four channel power amplifier rated for 300 Watts per channel at 70 Volts with variable speed fan for low noise operation and external standby control. Acceptable Products:
	1. Crest Ci 30x4 (Qty. 4)

	D. Ethernet Switching Components [NET-SW-X] POE Ethernet Switch
	1. Provide stackable, multi-layer, managed 28-port switch with 24 auto-sensing 10/100/1000 ports and 4 One Gigabit Ethernet SFP ports. Recess mount switch.
	2. Cisco WS-C2960S-24PS-L (Qty. 3) Provide with Cisco C2960S-STACK and Cisco CAB-STK-E-1M.

	E. Ethernet Switching Components [NET-SW-4] POE Ethernet Switch:
	1. Provide stackable, multi-layer, managed 28-port switch with 8 auto-sensing 10/100/ ports and 2 dual-personality ports for 10/100/1000 or mini-GBIC connectivity. Recess mount switch.
	2. Hewlett Packard 2530-8 (J973A) (Qty. 1) Provide with Hewlett Packard J4859C.

	F. Inductive Loop Assistive Listening System Loop Amplifier [LOOP-AMP-X]:
	1. Williams Sound PLA DL210NET (Qty. 3)
	2. Provide with  body pack receivers Williams Sound PLR BP1 (QTY. 16) and wall signs (Qty. 1)
	3. Wiring: Provide new loop wire and lead-in wire as required. (Qty. As Required)

	G. Ceiling Loudspeaker [SPK-XX]:
	H. Provide full range ceiling loudspeaker with 70V transformer. Supply with back can and grille (paint as needed).
	1. Tannoy CMS 801DC (Qty. 48)

	I. Confidence Monitor [AUD-MON-1]:
	1. Wohler AMP1-V2DA  (Qty. 1)

	J. Audio Distribution Amplifier [ADA-X]:
	1. ATI DA1008-1 (Qty. 3)

	K. Line Level Isolator [ISO-X]
	1. Whirlwind ISO-8 (Qty. 3)

	L. Wireless Microphone System [WLESS-RX-X]
	1. Provide a single channel wireless microphone.
	2. Shure ULXD24D/B58 Single Channel Digital Handheld system (Qty. 3)

	M. Shure RPW110 element (Qty. 3)
	1. Shure UA844SWB Remote Antenna (Qty. 1)
	2. Shure Wireless workbench software (Qty. 1)

	N. Table Top Microphone (coordinate in field)
	1. Shure MX418D/S (Qty. 24)
	2. Metal windscreens Shure A412MWS (Qty. 24).

	O. Microphone stands:
	1. Atlas Sound MS20 (Qty. 3)

	P. A/V Rack (RACK-1)
	1. Fully gang-able racks with locking rear doors.
	2. 31.1/2” overall depth, 29” useable depth.
	3. Locate racks as shown on drawings.
	4. Racks shall be 70” useable space or as shown on drawings.
	5. Provide with appropriate side panels as required.
	6. Provide with proper ventilation for proper equipment cooling.
	a. ASR - by top fan panels with variable speed control.
	b. MSR/VSR – by vent panels or top variable fan panels.
	c. All empty rack spaces to be filled with blank panels.

	7. Provide with one rack work light per rack.
	8. Provide with vertical Lacing strips for clean cable installation.
	9. Provide with horizontal lace bars when necessary.
	10. Provide with rear rack rails when necessary.
	11. Provide with “Z” clip when necessary.
	12. Provide quantity as required as per section 3.2 and shown on drawings.
	13. Provide with black blank panels.
	14. Supply black in color.
	a. Middle Atlantic MRK series (Qty. 1)
	b. MRK-4031 with as necessary:
	c. SPN-40-312, MW-10FT_FC, MW10FT, LACE-37-P, LBP-1.5, MRK-Z4, MV-RR40, BR1,


	Q. Equipment Rack Power
	1. Provide as outlined below unless otherwise noted.
	2. Provide with independent circuits as shown on drawings and appropriate.
	3. Provide with technical/isolated ground outlets.
	4. Provide with copper “bus bars” for proper grounding.
	5. Provide with “bonding” hardware as required.
	6. Provide with electrical isolation of power conduits.
	7. Middle Atlantic BB-40 (Qty. 1)
	8. ISO-KOP (Qty. 1)
	9. BOND-G24 (Qty. 12)
	10. (UPS-1) Eaton 9130 RM UPS PW9130L3000R-XL2U  (Qty. 1)
	11. Eaton NETWORK-MS (Qty. 1)
	12. (PWR-1) Eaton ePDU PW102MI0U234 (Qty. 1)
	13. Eaton SENSOR-T2-10 (Qty. 1)
	14. Provide with Eaton IPM Software (Qty. 1)


	2.2 VIDEO
	A. Video Switcher (SW-1)
	1. Integrates video, audio, networking, and control over a single cable.
	2. Supports video resolutions up to WUXGA 1920x1200 and HD 1080p60.
	3. Allows up to 330 ft (100 m) wire distance.
	4. Performs automatic AV signal format management via EDID.
	5. Includes built-in power distribution for transmitters, repeaters, and room controllers.
	6. Provide with all necessary input/output cards, cables, and connectors.
	7. Built in Network Controller.
	8. AMX AVS-ENOVADGX16-ENC (Qty. 1) (with all necessary cards, cables and connectors)
	9. AMX AVS-ENOVADGX32-VI-DXLINK (Qty. 2)
	10. AMX AVS-ENOVADGX32-VO-HDMI (Qty. 1)
	11. AMX AVS-ENOVADGX32-VO-DXLINK (Qty. 1)
	12. AMX AVS-ENOVADGX32-AUD-INS-EXT (Qty. 1)
	13. (WB-X or FB-X) AMX AVB-WP-MULTI-DXLINK Black(Qty. 6)
	14. (RX-HDMI-X) AMX AVB-RX-DXLINK-HDMI (Qty. 4)
	15. Extron Single Cable Male VGA Breakout Cable to Video and AV 10’ Long (Qty. 3).
	16. Extron three (3) HDMI cables

	B. TV Tuner [TUNER-X]
	1. HDMI TV Tuner with 2 way IP controls and onboard web control
	2. Contemporary Research 232-ATSC+1 (Qty. 4) provide with all necessary rack mounting hardware.

	C. 16-Way Active Splitter [SPLITTER-1]
	1. Operates over the 5-1000 MHz frequency range and permits signal splitting with zero loss, rack mounted,
	2. Quintech LS16 1000A (Qty. 1) provide with all necessary cables
	3. Quintech RPSUFBK181A57D181 power supply (Qty. 1).

	D. LCD Displays 70” LCD Monitor [VID-MON-X]
	a. Audience LCD monitor. Mount on side walls as shown in drawings.
	b. High-resolution 70” diagonal LCD display with maximum display resolution of 1920x1080 pixels (16:9 aspect ratio).
	c. Unit shall accept standard VGA 4:3 aspect ratio signals from 640x480 through 1600x1200
	d. Unit shall accept XGA/HDTV wide signals up to 1920x1080
	e. Provide mounts to owner for AOC to install on walls.
	2. Sharp PN-E702 (Qty. 4) with Sharp PN-ZB01 (Qty. 4)
	3. Sanus VLL10-B1 mount with any necessary adaptor plates and hardware (Qty. 4)

	E. A/V Rack (RACK-2)
	1. Fully gang-able racks with locking rear doors.
	2. 31.1/2” overall depth, 29” useable depth.
	3. Locate racks as shown on drawings.
	4. Racks shall be 70” useable space or as shown on drawings.
	5. Provide with appropriate side panels as required.
	6. Provide with proper ventilation for proper equipment cooling.
	a. ASR - by top fan panels with variable speed control.
	b. MSR/VSR – by vent panels or top variable fan panels.
	c. All empty rack spaces to be filled with blank panels.

	7. Provide with one rack work light per rack.
	8. Provide with vertical Lacing strips for clean cable installation.
	9. Provide with horizontal lace bars when necessary.
	10. Provide with rear rack rails when necessary.
	11. Provide with “Z” clip when necessary.
	12. Provide quantity as required as per section 3.2 and shown on drawings.
	13. Provide with black blank panels.
	14. Supply black in color.
	a. Middle Atlantic MRK series (Qty. 1)
	b. MRK-4031 with as necessary:
	c. SPN-40-312, MW-10FT_FC, MW10FT, LACE-37-P, LBP-1.5, MRK-Z4, MV-RR40, BR1,


	F. Equipment Rack Power
	1. Provide as outlined below unless otherwise noted.
	2. Provide with independent circuits as shown on drawings and appropriate.
	3. Provide with technical/isolated ground outlets.
	4. Provide with copper “bus bars” for proper grounding.
	5. Provide with “bonding” hardware as required.
	6. Provide with electrical isolation of power conduits.
	7. Middle Atlantic BB-40 (Qty. 1)
	8. ISO-KOP (Qty. 1)
	9. BOND-G24 (Qty. 12)
	10. (UPS-1) Eaton 9130 RM UPS PW9130L3000R-XL2U  (Qty. 1)
	11. Eaton NETWORK-MS (Qty. 1)
	12. (PWR-1) Eaton ePDU PW102MI0U234 (Qty. 1)
	13. Eaton SENSOR-T2-10 (Qty. 1)
	14. Provide with Eaton IPM Software (Qty. 1)


	2.3 CONTROL
	A. Remote Touch Screen Interface [TP-X]:
	1. Programmable display with touch sensitive overlay.
	2. Display backlight with sensing for variable room lighting conditions.
	3. Provide, accessories as necessary to supply 3 fully functional touch screen systems. Power from Ethernet.
	4. Wall-Mounted “Hard Wired” Touch panel:
	5. AMX MXD-1000-L-NC (Qty. 3)
	6. USB Port Covers AMX MXA-USB-C (Qty. 3).
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